
Modern Dual-Function Tamper-Resistant
Wall Outlet with Night Light 

BENEFITS 

SPECIFICATIONS

Model

Rating(A.V.)

Function

CCT

Wiring style

Grounding

NEMA

�&�H�U�W�L�@�H�G

ERL251530 / ERL251540 / ERL251560

15 125

Tamper-Resistant Wall Outlet with Night Light

Side Clamp Wire

3000K/4000K/6000K

Self-Grounding

5-15R

UL

Modern Dual-Function Wall Socket with Integrated Night Light – Designed for standard UL wall boxes.

�$�G�M�X�V�W�D�E�O�H���%�U�L�J�K�W�Q�H�V�V���6�H�W�W�L�Q�J�V�‚�&�K�R�R�V�H���I�U�R�P���+�L�J�K�����0�H�G�L�X�P�����R�U���2�B���W�R���F�X�V�W�R�P�L�]�H���W�K�H���O�L�J�K�W�L�Q�J���I�R�U���F�R�P�I�R�U�W�����R�U�L�H�Q�W�D�W�L�R�Q�����R�U���V�O�H�H�S���I�Uiendly ambiance.

�0�D�Q�X�D�O���2�Y�H�U�U�L�G�H���)�X�Q�F�W�L�R�Q�‚�)�X�O�O���X�V�H�U���F�R�Q�W�U�R�O�����P�D�Q�X�D�O�O�\���V�Z�L�W�F�K���W�K�H���Q�L�J�K�W���O�L�J�K�W���R�Q���R�U���R�B���D�Q�\�W�L�P�H�����Z�K�H�Q���O�R�Z���D�P�E�L�H�Q�W���O�L�J�K�W���F�R�Q�G�L�W�L�R�Qs.

�6�R�I�W�� Eye-Friendly �,�O�O�X�P�L�Q�D�W�L�R�Q�‚�(�Q�J�L�Q�H�H�U�H�G with a �G�L�B�X�V�H�G light dome to deliver a �Z�D�U�P�� gentle glow — without harsh glare or disruptive 
blue-white light.

Quick & Easy �,�Q�V�W�D�O�O�D�W�L�R�Q�‚�5�H�S�O�D�F�H�V any standard outlet in as little as 10 minutes. Slim �S�U�R�@�O�H �@�W�V both new builds and �U�H�W�U�R�@�W �D�S�S�O�L�F�D�W�L�R�Q�V����
including shallow wall boxes.

�'�X�U�D�E�O�H���&�R�Q�V�W�U�X�F�W�L�R�Q�‚�%�X�L�O�W���Z�L�W�K���K�L�J�K���L�P�S�D�F�W���U�H�V�L�V�W�D�Q�W���W�K�H�U�P�R�S�O�Dstic for long-lasting performance in high-use areas.

Smart Dusk-to-Dawn �6�H�Q�V�R�U�‚�%�X�L�O�W���L�Q light sensor automatically activates the night light in low ambient lighting and turns it �R�B when �E�U�L�J�K�W����
�H�Q�V�X�U�L�Q�J���H�Q�H�U�J�\���H�C�F�L�H�Q�W���R�S�H�U�D�W�L�R�Q���Z�L�W�K�R�X�W���P�D�Q�X�D�O���H�B�R�U�W��

1.54±0.04 1.04±0.02
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